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memory (ROM) 138 and random access memory (RAM)
140. A basic input/output system 142 (BIOS), containing the
basic routines that help to transfer information between
elements within computer 130, such as during start-up, is
typically stored in ROM 138. RAM 140 typically contains
data and/or program modules that are immediately acces-
sible to and/or presently being operated on by processing
unit 132. By way of example, and not limitation, FIG. 7
illustrates operating system 144, application programs 146,
other program modules 148, and program data 150.

[0084] The computer 130 may also include other remov-
able/non-removable, volatile/nonvolatile computer storage
media. For example, FIG. 7 illustrates a hard disk drive 154
that reads from or writes to non-removable, nonvolatile
magnetic media. FIG. 7 also shows a magnetic disk drive
156 that reads from or writes to a removable, nonvolatile
magnetic disk 158, and an optical disk drive 160 that reads
from or writes to a removable, nonvolatile optical disk 162
such as a CD-ROM or other optical media. Other removable/
non-removable, volatile/nonvolatile computer storage media
that may be used in the exemplary operating environment
include, but are not limited to, magnetic tape cassettes, flash
memory cards, digital versatile disks, digital video tape,
solid state RAM, solid state ROM, and the like. The hard
disk drive 154, and magnetic disk drive 156 and optical disk
drive 160 are typically connected to the system bus 136 by
a non-volatile memory interface, such as interface 166.

[0085] The drives or other mass storage devices and their
associated computer storage media discussed above and
illustrated in FIG. 7, provide storage of computer readable
instructions, data structures, program modules and other
data for the computer 130. In FIG. 7, for example, hard disk
drive 154 is illustrated as storing operating system 170,
application programs 172, other program modules 174, and
program data 176. Note that these components may either be
the same as or different from operating system 144, appli-
cation programs 146, other program modules 148, and
program data 150. Operating system 170, application pro-
grams 172, other program modules 174, and program data
176 are given different numbers here to illustrate that, at a
minimum, they are different copies.

[0086] A user may enter commands and information into
computer 130 through input devices or user interface selec-
tion devices such as a keyboard 180 and a pointing device
182 (e.g., a mouse, trackball, pen, or touch pad). Other input
devices (not shown) may include a microphone, joystick,
game pad, satellite dish, scanner, or the like. These and other
input devices are connected to processing unit 132 through
a user input interface 184 that is coupled to system bus 136,
but may be connected by other interface and bus structures,
such as a parallel port, game port, or a Universal Serial Bus
(USB). A monitor 188 or other type of display device is also
connected to system bus 136 via an interface, such as a video
interface 190. In addition to the monitor 188, computers
often include other peripheral output devices (not shown)
such as a printer and speakers, which may be connected
through an output peripheral interface (not shown).

[0087] The computer 130 may operate in a networked
environment using logical connections to one or more
remote computers, such as a remote computer 194. The
remote computer 194 may be a personal computer, a server,
a router, a network PC, a peer device or other common
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network node, and typically includes many or all of the
elements described above relative to computer 130. The
logical connections depicted in FIG. 7 include a local area
network (LAN) 196 and a wide area network (WAN) 198,
but may also include other networks. LAN 136 and/or WAN
138 may be a wired network, a wireless network, a combi-
nation thereof, and so on. Such networking environments are
commonplace in offices, enterprise-wide computer net-
works, intranets, and global computer networks (e.g., the
Internet).

[0088] When used in a local area networking environment,
computer 130 is connected to the LAN 196 through a
network interface or adapter 186. When used in a wide area
networking environment, computer 130 typically includes a
modem 178 or other means for establishing communications
over the WAN 198, such as the Internet. The modem 178,
which may be internal or external, is connected to system
bus 136 via the user input interface 184, or other appropriate
mechanism. In a networked environment, program modules
depicted relative to computer 130, or portions thereof, may
be stored in a remote memory storage device (not shown).
By way of example, and not limitation, FIG. 7 illustrates
remote application programs 192 as residing on the memory
device. The network connections shown are exemplary and
other means of establishing a communications link between
the computers may be used.

[0089] Generally, the data processors of computer 130 are
programmed by means of instructions stored at different
times in the various computer-readable storage media of the
computer. Programs and operating systems are typically
distributed, for example, on floppy disks or CD-ROMs.
From there, they are installed or loaded into the secondary
memory of a computer. At execution, they are loaded at least
partially into the computer’s primary electronic memory.
The invention described herein includes these and other
various types of computer-readable storage media when
such media contain instructions or programs for implement-
ing the steps described below in conjunction with a micro-
processor or other data processor. The invention also
includes the computer itself when programmed according to
the methods and techniques described herein.

[0090] For purposes of illustration, programs and other
executable program components, such as the operating sys-
tem, are illustrated herein as discrete blocks. It is recognized,
however, that such programs and components reside at
various times in different storage components of the com-
puter, and are executed by the data processor(s) of the
computer.

[0091] Although described in connection with an exem-
plary computing system environment, including computer
130, the invention is operational with numerous other gen-
eral purpose or special purpose computing system environ-
ments or configurations. The computing system environ-
ment is not intended to suggest any limitation as to the scope
of use or functionality of the invention. Moreover, the
computing system environment should not be interpreted as
having any dependency or requirement relating to any one or
combination of components illustrated in the exemplary
operating environment. Examples of well known computing
systems, environments, and/or configurations that may be
suitable for use with the invention include, but are not
limited to, personal computers, server computers, hand-held



